
Advantages                                                                                                                                                                                                  
simple installation    •    easy to maintain    •    simple to operate    •    robust design    •    manifold integration into plant-                      
and process automation

 Product information

1/6

SB-BW
Single-Bracket Belt Weigher

              

Description                                                                        
The belt weigher SB-BW is a compact and robust system to 
determine the flow rate, totalized amount of material as well as 
load profiles of belt conveyors. EMSYS belt weighers are 
designed for the harsh environments of the mining and other 

industry sectors. The rugged design, easy integration into 
existing belt conveyors and simple installation combined with a 
minimum maintenance effort characterizes the SB-BW.
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1

 

Function                                                                                    
The belt weigher SB-BW consists of the weighing beam 
integrated in the conveyor construction. The conveyed material 
applies a force proportional to its weight through the belt and 
the roller bracket on to the load cells. On the basis of the design 
of the belt-weigher, only the vertical component of the weight 
force affects the load cells. The resulting deflection of the strain 
gauges in the load cells are transformed into an electrical signal 

                                                                                                                 
proportional to the weight. Simultaneously the belt speed is 
acquired by the tow carriage in the lower run of the conveyor. 
Alternatively the belt speed can be measured by two redundant 
revolution sensor idlers. The product of the weight and belt 
speed results in the current flow rate.                                                                                                                          

Construction

                                                                                                                                                                                                      

1  Control unit        
2  Weighing beam
3  Odometer pulse generator / tow carriage
4  Modified- / customized roller bracket
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proportional to the weight. Simultaneously the belt speed is 
acquired by the tow carriage in the lower run of the conveyor. 
Alternatively the belt speed can be measured by two redundant 
revolution sensor idlers. The product of the weight and belt 
speed results in the current flow rate.                                                                                                                          

Application specific data                                                                                                                                  
• Belt width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . standard 1000 mm - 2500 mm                                                                                                                                        
• Belt speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,5 m/s - 5 m/s                                                                                     
• Inclination. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ 20° from the horizontal at fixed incline 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (no relative material movement) 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .≥ 20° by reduced accuracy 
• Profile of roller bracket . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0°- 40° 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40° < 45° by reduced accuracy  
• Spacing from neighbored roller brackets. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,6 m - 1,5 m             
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System specific data                                                                                                                                                                               
• Accuracy*. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0,5 % of actual flow rate 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . .± 1 % of nominal flow rate 
• IP rating. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . IP 65                                                                           
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . standard and ATEX [Ex I M2 EEx ib I ]                                                            

                                                                   

Please note                                                                                            
* Specified accuracies refer either to nominal (maximum) flow rate or to the corresponding actual flow rate in the range of 25 % to -            
  100 %.                              

- Proof of accuracy is obtained by performing check     
  measurements with a quantity of material of at least 10 % of   
  the hourly totalized quantity at nominal flow rate and at least   
  one completed belt revolution.                                                                                                                              

Technical data

- The specified accuracies apply  for proper installation under   
  consideration of the Recommendations for the Installation   
  Planning as well as regular maintenace in accordance to our   
  manuals.         
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Application specific data                                                                                                                                  
• Belt width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . standard 1000 mm - 2500 mm                                                                                                                                        
• Belt speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,5 m/s - 5 m/s                                                                                     
• Inclination. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ 20° from the horizontal at fixed incline 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (no relative material movement) 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .≥ 20° by reduced accuracy 
• Profile of roller bracket . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0°- 40° 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40° < 45° by reduced accuracy  
• Spacing from neighbored roller brackets. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0,6 m - 1,5 m             

Control unit
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System specific data                                                                                                                                                                               
• Accuracy*. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0,5 % of actual flow rate 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . .± 1 % of nominal flow rate 
• IP rating. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . IP 65                                                                           
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . standard and ATEX [Ex I M2 EEx ib I ]                                                            

                                                                   

- Proof of accuracy is obtained by performing check     
  measurements with a quantity of material of at least 10 % of   
  the hourly totalized quantity at nominal flow rate and at least   
  one completed belt revolution.                                                                                                                              Control unit                                                                                                                                                                                              

• Display . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 characters per line; 4 lines 
• Keypad. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . .1 x 4 Matrix und 4 x 4 Matrix 
• Input voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 - 240 V AC; 50 - 60 Hz 
• Input for distance impuls. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-wired Namur sensor                                                            
• 2 inputs opto-decoupled. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Setting tara; locking of local parameter setting 
• 1 output  opto-decoupled. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flow rate [5 - 15 Hz] 
• Contact output. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Total counter [1Imp. / t] 
• Communication interfaces. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Profibus-DP  . . . . . . . or -FDL 

                                                                   



Load cell                                                                                                                                                                                                
• Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .RLC 500 / RLC 1000         
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Stainless steel 
• Sensitivity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2m V/V                                                  
• Linearity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0,02 % 
• Hysterese. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ ± 0,017 % S                                              
• Reproduceability. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0,01 % of the nominal capacity 
• Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 kg / 1000 kg 
• Overload. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ 150 % of nominal capacity 
• Temperature. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .-30°C ≤ Ta ≤ +70°C 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .-20°C ≤ Ta ≤ +40°C (ATEX)
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Weighing beam                                                                                                                                                                                                                                                      

Control unit                                                                                                                                                                                              
• Display . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 characters per line; 4 lines 
• Keypad. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . .1 x 4 Matrix und 4 x 4 Matrix 
• Input voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 - 240 V AC; 50 - 60 Hz 
• Input for distance impuls. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-wired Namur sensor                                                            
• 2 inputs opto-decoupled. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Setting tara; locking of local parameter setting 
• 1 output  opto-decoupled. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flow rate [5 - 15 Hz] 
• Contact output. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Total counter [1Imp. / t] 
• Communication interfaces. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Profibus-DP or -FDL; Modbus

                                                                   

1  Load cell        
2  Measuring transducer
3  Chassis with adjustment unit

Chassis                                                                                                                                                                                                   
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .hot-dip galvanized / RAL 
• Range of adjustment unit. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .± 25 mm

                                                                             

1

3

2 1
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Tow carriage

Load cell                                                                                                                                                                                                
• Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .RLC 500 / RLC 1000         
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Stainless steel 
• Sensitivity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2m V/V                                                  
• Linearity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 0,02 % 
• Hysterese. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ ± 0,017 % S                                              
• Reproduceability. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0,01 % of the nominal capacity 
• Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 kg / 1000 kg 
• Overload. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ≤ 150 % of nominal capacity 
• Temperature. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .-30°C ≤ Ta ≤ +70°C 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .-20°C ≤ Ta ≤ +40°C (ATEX)

                                                                             

Weighing beam                                                                                                                                                                                                                                                      

1  Bracket        
2  Wheel
3  Impulse sensor                                                                                                                                 
  
                                                                                   

Bracket                                                                                                                                                                                                      
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .hot-dip galvanized

Wheel                                                                                                                                                                                                         
• Wheel tread. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .rubberized 
• Design. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . stainless steel

Impulse sensor                                                                                                                                                                                                        
• Supply voltage nominal . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8,2 V DC 
• Switching frequency. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 kHz 
• Resolution. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0,235 m/Impulse or 0,47 m/Impulse             
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